
I forget she is in  

 ©Phason Inc. 

 

Phason Communication Hub 

Expand your OMNI Select system 

The Phason Communication Hub allows you to expand your OMNI-Select system to include up to 64 devices. The 
Communication Hub connects to the RS485-FD Converter and has four communication channels to connect to 
your Phason devices. Wireless communication is available using the optional Wireless Adapter Module. 

 

The computer with OMNI Select and its modules sends commands to the devices and receives information back 
from them. This is called communication. The RS485 FD and PCH are the “traffic cops” of the system; they handle 
the communication between the computer and devices. 

 

Features 

 Four RS485 communication channels 

 Optional wireless communication 

 DC power adapter 

 Rugged enclosure (corrosion resistant, water 
resistant, and fire retardant) 

 Limited warranty (90 days) 

 

Electrical ratings 

9 to 12 VDC, 400 mA  

  
  

Model: PCH 

To devices 



 

 

Outdoor Temperature Probe 

Add outdoor temperature to OMNI Select 

The Outdoor Temperature Probe connects quickly and easily to the Phason Communication Hub and allows you to 
display outdoor temperatures in the following places.  

 Current outdoor temperatures display on the Site Settings tab.  

 Historical temperatures display in the Outdoor Temperature Chart. 

 If you have Select Ventilation, outdoor temperatures display on the Ventilation Temperature Charts.  
In addition, you will be able to adjust the high temperature alarm biasing for each Power Block.  

  

Features 

 Easy-to-install connector module 

 Weather and UV-resistant cable and probe (30 feet) 

 Extendable to 500 feet using extension cable 

 Limited warranty (90 days) 

 

iWire 

Add wireless communication and outdoor temperature to OMNI Select 

iWire Flex Radios install inside the Phason Communication Hub or any Phason Flex-compatible device and provide 
wireless RS485 communication with other iWire Radios and connected device and s. 

iWire Radios are for OMNI Select users who want to avoid running communication cable between buildings, or to 
remote, hard-to-get-to devices or locations. Typical applications include using iWire Radios in place of expensive 
trenching of underground CAT5 cable. The system is also ideal for reaching devices that are normally mounted 
outside or in remote locations. 

iWire Flex adds the ability to connect a temperature probe for monitoring 
outdoor temperatures.  

 

Features 

 Indoor range of up to 500 feet 

 Outdoor, line-of-sight range of up to 5 miles 

 Quick and easy installation 

 Outdoor temperature probe connection 

 Limited warranty (90 days) 

 Model: OUT-1 

Model: IWIRE-FLEX 


